OF PIPE

INSIDE DIA

FLARED END SECTION

PIPE

NOTE:

INVERT, STATION AND OFFSET

ALL PIPE STATIONS, OFFSETS, AND INVERTS ARE MEASURED
FROM WHERE THE PIPE MEETS THE END SECTION

END SECTION CALLOUT DETAIL

» >

REINFORCED CONC.
END SECTION

(=

¢ END SECTION

\\FS-BB44\AM\YAUL T,B- TRANS_B7\22@2\20868-201\CIVIL\CAD\39 ALL CONTRACTS\CONN\SHEETS CONTRACT I11\DBCONN-11-SHT-DRAINAGE1L.OGN

BONDHUJO

CUT OFF FLUSH
AT REMOVAL
LIMITS

RIGHT OF WAY LINE
1 (WHERE APPLICABLE)

PLUG WITH BRICK & MORTAR,
CLASS SI CONCRETE, OR MORTAR
AS DIRECTED BY THE ENGINEER

DIAMETER
VARIES

12" MIN

NOTE:

EXISTING UTILITY TO BE ABANDONED & PLUGGED

1. THIS WORK SHALL BE CONSIDERED AS INCLUDED IN THE CONTRACT
UNIT PRICE BID FOR THE UTILITY REMOVAL ITEMS.

UTILITY PLUG

D| D= INNER DIAMETER OF PIPE

FLOW

AT OUTLET

VAR. (TYP.) END SECTION

REINFORCED CONC.J

PROPOSED EMBANKMENT

STONE RIPRAP CLASS AS
SPECIFIED ON PLANS

END SECTION

7
J &

VARIES

7
%
/6:5‘

3xD

N
VARIES.
>>

SECTION A-A

RIPRAP _APRON

N.T.S.

NOTES:

1. APRON WIDTH SHALL BE ADJUSTED TO MATCH CULVERT
END SECTION WIDTH.

EXISTING GROUND

FILE NAME =
$FILELS

..\DBCONN-11-BORDERL.OCN, ..\DBCONN-11-BRAIN3.OCN

19-19-2911, 15:12:53

TENG

TENG & ASSOCIATES, INC.
ENGINEERS/ARCHITECTS/PLANNERS|
CHICAGO, ILLINGIS

USER NAME = SUSERS DESIGNED -  TKL REVISED -

DRAWN - MDN REVISED -
PLOT SCALE = SSCALES CHECKED -  TKL REVISED -
PLOT DATE = $DATES DATE - 10/21/11 REVISED -

STATE OF ILLINCIS

DEPARTMENT OF TRANSPORTATION
PROPOSED RELOCATED IL ROUTE 3 INTERCHANGE

DRAINAGE DETAILS
END SECTION, SEWER PLUG & RIPRAP APRON

F.A.P. TOTAL | SHEET
RTE. SECTION COUNTY SHEETS! ~NO.
998 82~2-1K ST. CLAIR 353 135

SCALE:

N.T.S. ['SHEET NO. 1 OF 3 SHEETS | STA. TO STA.

CONTRACT NO. 7T6E06

FED. ROAD DIST. NO,  [ILLINOIS[FED, AID PROJECT




